
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

          HC-IPC-SD22120SR 

Product Features 
     ≥   40X Optical Zoom 

     ≥   Smart H.265, H.265, H.264, MJPEG 

     ≥   Up to 8MP (4096x2160) resolution 

     ≥   1/1.2″ progressive scan CMOS 

     ≥   Mini illumination: Color: 0.005 lux @ (F1.5 AGC ON) B/W: 0.001 lux@ (F1.5 AGC  

          ON) 0 Lux with IR 

     ≥   120 dB WDR, 3D DNR, Smart IR 

     ≥   Up to 500m IR distance 

     ≥ Smart H.265/H.264 video compression 

     ≥    Smart detection & tracking of human/vehicle, Structured video information 

     ≥    PoE++ and DC/AC24V 

     ≥    IP67 Ingress Protection & IK10 Vandal Resistance  
 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specifications : 
CAMERA 

Image Sensor   1/1.2", progressive scan CMOS 

Lens  5.6 ~ 224mm (40x optical) 

Angle of view(H)  59.4° to 2.1°(wide-tele); 

Shutter  1/1 s – 1/10,000 s 

Minimum illumination  Color: 0.005Lux @ (F1.5, AGC ON) 

  B/W: 0.001 Lux @ (F1.5, AGC ON); 0Lux with IR 

Iris      Auto; F1.5 ~ F4.8 

Day/Night     IR-cut filter  

Digital noise reduction   3D DNR 

IR Range     500m distance, 5groups of 18 IR LED Arrays 

Smart IR     Supported 

Defog      Electronic 

WDR      120 dB 

Digital zoom     16x 

 

VIDEO 

Video Compression    Smart H.265, H.264, MJPEG 

Frame Rate     Main Stream: 4096×2160,3840×2160,2560×1440, 

2048×1536, 1920×1080,1280×720(25/30fps) 

Sub Stream: 25fps (704 × 576, 640 × 480, 352 × 288); 

30fps (704 × 480, 640 × 480, 352 × 240) 

Third Stream: 25fps (1920 × 1080, 1280 × 960, 1280 × 

720, 704 × 576, 640 × 480, 352 × 288) 

30fps (1920 × 1080, 1280 × 960, 1280 × 720, 704 × 480, 

640 × 480, 352 × 240) 

Video Stream               Triple streams 

HLC      Supported 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

BLC      Supported 

Privacy Mask     24  areas 

 

SMART 

Intelligent Analytics  Motion detection, video tampering alarm, exception  

Intrusion detection, Line crossing detection, Region entrance 

/ exiting detection, Unattended baggage detection, Object 

 removal detection, Scene change detection, Support alarm 

triggering by human or vehicle, filtering flag/animal, Auto 

Tracking, Click and Tracking on human/vehicle, Face 

recognize /compare Default off, support max 60 human 

faces per second. 

General Function Watermark, IP Address Filtering, Alarm input, Alarm output, 

Access Policy, ARP Protection, RTSP Authentication, User 

Authentication 

 

STORAGE 

Edge Storage     Micro SD/SDHC/SDXC, up to 256GB 

 

NETWORK 

Protocols HTTP, HTTPS, IPv4/IPv6, 802.1x, QoS, FTP, SMTP, UPnP, 

SNMP, DNS, DDNS, NTP, RTSP, RTCP, RTP, TCP/IP, 

SSL, UDP, IGMP, ICMP, DHCP, PPPoE, Bonjour 

Compatible integration   ONVIF (Profile S, Profile G, Profile T), API, SDK 

 

  

  

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PAN&TILT 

Pan Range  360° (endless) 

Pan Speed  0.1°/s ~ 240°/s Preset speed: 200°/s 

Tilt Range  –20° ~ 180° (auto-flip at 90°） 

Tilt Speed  0.1°/s ~ 150°/s Preset speed: 150°/s 

Presets  300 

 

INTERFACE 

Audio Compression    G.711 A/U 

Audio I/O  1/1 

Alarm I/O  7/2 

Serial Port  1 RS485, Pelco-D / P protocol, custom protocols available 

Network  1RJ45 10M/100M Adaptive Ethernet 

CVBS  Yes, 1 BNC connector  

   

 

 

GENERAL 

 

Power  AC24V, DC24V, PoE++ (802.3.bt, class 7), (Max 50W) 

Working Environment  -40°C ~ 65°C (-40°F ~ 149°F), 90%RH less (non-condensing) 

Surge Protection  6KV 

Ingress Protection  IP67 & IK10 

 

 


